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MOLEQUARTZ N00KLITES 

for Motion Picture and TV Production 

Still Studio Production 
Graphic Arts Production 
and the serious amateur 



The most famous name in Hollywood lighting since 1927 
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Type 2911 
One-Light Nooklite 
with Type 29113 
Handle 



Type 2911 One-Light Nooklite with 
Type 29134 4-Leaf Light Shield and 
Type 29120 Yoke mounted on 
Type 2355 Base Plate 


Type 2911 

One-Light Nooklite with 
Type 29120 
Yoke mounted on 
Type 500326 
Gator Grip with %" Spud 




Type 2931 

Three-Light Nooklite with 
Type 29320 
Yoke mounted on 
Type 2541 

Compact Litewate Pedestal 
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Type 2931 Three-Light Nooklite with 

Type 29320 Yoke suspended overhead with 

Type 1201 C-Clamp and Type 500119 Adapter 



3 Type 2911 (left) 
One-Light Nooklites with 
Type 29120 

Yokes pole mounted using 

Type 500327 

Baby Spud Pole Adapters 


Type 2931 (right) 
Three-Light Nooklite with 
Type 29320 

Yoke pole mounted using 

Type 500327 

Baby Spud Pole Adapter 




The MOLEQUARTZ NOOKLITES 

have been developed by 


Mole-Richardson Co. to meet 


the demanding requirements of 
Hollywood’s Motion Picture 


and TV Studios. Here is a new 


miniaturized quartz-iodine 
lighting group praised by the 
Hollywood Pros for its 
dependability and versatility. 
A quick look at only a few 


features of the nooklites 


will show you what we mean. 


1,950 WATT THREE-LIGHT 
MOLEQUARTZ NOOKLITE 
with mounting brackets 

TYPE 2931 (right) 


650 WATT ONE-LIGHT 


MOLEQUARTZ NOOKLITE 
with mounting brackets 

Type 2911 (below) 



650 WATT ONE-LIGHT 
MOLEQUARTZ NOOKLITE, TYPE 2911 

FEATURES 

□ Quartz-iodine 3200°K., 3400°K., or 
3000° K., constant color temperature, 
non-blackening globes — 650 watts (125 or 
30 hours), *420 watts (75 hours) or 
*400 watts (2000 hours). 

*Total of four globes may be operated 
from 15 ampere house circuit. 

□ Mounting brackets for attaching to wall, 
ceiling, post or any flat surface. 

□ Adaptable to any camera stand with 
l A -20 tripod stud. 

□ Adaptable to any 54" dia. pedestal 
spud or 54" hanger (with Type 29120 Yoke). 

□ New Molebrite Alzak aluminum 
reflector provides soft, diffused illumination 
in a rectangular field. 

□ Well ventilated, lightweight and compact. 

SPECIFICATIONS 

construction: Perforated sheet metal. 

reflector: Aluminum, special Molebrite 
Alzak surface. 

sockets: Compressible, single contact (two 
per globe). 

cable: 25 feet, Type SJO, 2-conductor, 

#18 AWG with 2-prong houseplug. 

switch: Thru-cord type in cable. 

globes: 120 Volt, AC or DC (not included 
in price). 


650 watts 

FAD 

(Clear) 

125 hours* 

3200°K. 

650 watts 

FBX 

(Frost) 

125 hours* 

3200°K. 

650 watts 

DWY 

(Clear) 

30 hours* 

3400°K. 

650 watts 

FCA 

(Frost) 

30 hours* 

3400°K. 

420 watts 

FFM 

(Clear) 

75 hours* 

3200°K. 


400 watts Q400T4/CL (Clear) 2000 hours* 3000°K. 
* Approximate life hours. 

size: $y 6 " x 3%" x 1%". 
weight: 2 V 2 pounds. 
finish: Maroon baked enamel. 


1,950 WATT THREE-LIGHT 
MOLEQUARTZ NOOKLITE, TYPE 2931 

FEATURES 

□ Quartz-iodine 3200°K., 3400°K., or 
3000°K., constant color temperature, 
non-blackening globes — 650 watts (125 or 
30 hours), *420 watts (75 hours) or 
*400 watts (2000 hours). 

* Total of four globes may be operated 
from 15 ampere house circuit. 

□ Mounting brackets for attaching to wall, 
ceiling, post or any flat surface. 

□ Five levels of illumination may be 
obtained with globes of different wattage 
ratings installed, by operating lamp 
switches. 

□ Adaptable to any 54" dia. pedestal spud 
or 54" hanger (with Type 29320 Yoke). 

□ New Molebrite Alzak aluminum reflect- 
ors provide soft, diffused illumination in a 
rectangular field. 

□ Well ventilated, lightweight and compact. 

SPECIFICATIONS 

construction: Perforated sheet metal. 

reflector: Aluminum, special Molebrite 
Alzak surface. 

sockets: Compressible, single contact (two 
per globe). 

cable: Two single conductor leads 42" long 
covered by black vinyl tubing with 
2-prong twistlock plug (25 ft. extension 
cord available). 

switches: 3 Toggle switches mounted on 
lamp (one switch per globe) . 

globes: 120 Volt, AC or DC (not included 
in price) . Same globes as used in Type 
2911 One-Light Nooklite. 

size: 363^" x 3%" x 1%". 

weight: 414 pounds. 

finish: Maroon baked enamel. 


PEDESTAL: TYPE 2541 
(with standard %" spud) 

low: 3314". 

high: 9214" (2 extensions). 

FOLDED FOR STORAGE: 3514" long. 

I 

PEDESTAL TOP TO LIGHT CENTER: 5" with 


Nooklite yokes. 
weight: 5 pounds. 



ONE-LIGHT NOOKLITE 
Output with FAD 650 watt globe. 


DISTANCE 

FEET 

LIGHT 

INTENSITY 

FC 

LIGHTED AREA* 
DIMENSIONS - FEET 

WIDTH 

HEIGHT 

4 

340 

7 

6 

8 

85 

14 

12 

12 

38 

21 

18 

16 

21 

28 

24 


THREE-LIGHT NOOKLITE 
Output with FAD 650 watt globes. 


DISTANCE 

FEET 

Livjn i 

INTENSITY 

FC 

DIMENSIONS - FEET 

WIDTH 

HEIGHT 

4 

1020 

7 

6 

8 

255 

14 

12 

12 

114 

21 

18 

16 

63 

28 

24 


*Soft light tapers smoothly at edges of field. 
Dimensions listed define boundaries at which 
intensity is approx. 50% of max. intensity. 


ACCESSORIES 



Type 29320 Three-Light Yoke 


FAD 

650 watt 3200°K. (125 hrs.) 

/•••>• 

DWY 

650 watt 3400°K. (30 hrs.) 



Q400T4/CL 

400 watt 3000°K. (2000 hrs.) 





Type 500326 

Gator Grip with %" spud 



Type 29312 

Nooklite extension cable 
(25 ft.). 2-way female twistlock 
one end (specify your 
requirement on other end). 


Type 29132 
2-Leaf Light Shield 



Type 29134 
4-Leaf Light Shield 




Type 29152 \ 

Spun Glass Diffuser [6-W' x 8") 



Type 1201 C-Clamp 



Type 2355 Base Plate 



Type 500311 

Right Angle Baby Spud Adapter 



Type 23523 



%" to W Spud Adapter 


Type 29113 
Handle 


Type 500327 

Baby Spud Pole Adapter 




Type 2541 
Compact Litewate 
Baby Size Pedestal 


* 








2.000 Watt Molorama 4-Light 
Quartz Cyc-Strip Type 2471 

4.000 Watt Molorama 4-Light 
“Super” Quartz Cyc-Strip 
Type 2641 



2,000 Watt Molequartz Double Broad Type 3221 
Mounted on Type 40651A Pedestal 



2-Light Dual Cyc-Strip Type 2661 
Suspended by Type 26120 C-Clamp 
and Hanger Assembly 


10,000 Watt Molorama 10-Light 
Dual Quartz Cyc-Strip 
Type 2651 




1,000 Watt Molequartz Broad Type 3211 
Mounted on Type 40651A Pedestal 



1-Light Cyc-Strip Type 2611 

with Type 26130 Shadowless Safety Guard 





1,000 Watt Molequartz Broad Type 3211 
with Type 32122 2-Leaf Barn Door, Type 3216 
Diffuser Holders (pair) suspended overhead 
with Type 1201 C-Clamp and Type 500119 Adapter 


■ 


DISTRIBUTED BY: 



A recognized standard in Hollywood Studios 
937 North Sycamore Avenue 
Hollywood, California 90038 
Area code: 2 1 3 Telephone : 654-3660 


Litho in U.S.A. 





RICHARDSON 




